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General info Main Stage

Parking:

Load in: Load in at street level with direct access to the
stage.

Entrance Crew Main entrance with direct access to dressing rooms
and Musicians:

Wi-Fi: Network: Verket Scene

Dressing rooms: Two dressing rooms with shower and toilet.

dB limit:

Pyro:

Smoking: Smoking is prohibited in all areas.
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Sound Equipment Main Stage

FOH: 1 x Soundcraft Vi2000

Stagebox: 1 x Soundcraft Compact Stagebox with 32
analogue inputs,16 analogue outputs

CAT: 2 x Cat6 between stage and FOH (total
length: 80m)

PA (Main): 12 x L’Acoustics Kara
6 x L’Acoustics SB18

Amplification: 1 x L’Acoustics LA-4X
3 x L’Acoustics LA-8

Frontfill: 2 x L’Acoustics X8

Monitor: 6 x JBL SRX812p

Microphones / DI: 2 x AKG C214
2 x AKG C451 B
4 x Sennheiser e904
2 x Sennheiser e906
2 x Sennheiser e914
1 x Sennheiser e935
1 x Shure Beta 52A
3 x Shure Beta 58A
1 x Shure Beta 91A
1 x Shure KSM9
7 x Shure SM57
3 x Shure SM58
12 x BSS AR-133 Active DI
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Wireless:

Frequencies 510 - 542 MHz (K26 - K29)
allowed for wireless 550 - 558 MHz (K31)
microphones: 582 - 606 MHz (K35 - K37)

614 - 622 MHz (K39)
646 - 654 MHz (K43)
670 - 694 MHz (K46 - K48)

Contact: Morten Wiken
morten@verketscener.no

mailto:morten@verketscener.no
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Light Equipment Main Stage

Console: 1 x GrandMA 2 onPC Command Wing

Dimmer: 3 x Pegasus Mini Master (6ch)

DMX Splitters: 2 x Bright DDX Splitter

Moving Heads: 8 x Martin ERA 400 Performance CLD
8 x Martin Mac Aura

LED: 20 x Bright XLED RGBW

Conventional: 8 x ARRI Studio 1000 Fresnel
3 x Spotlight Combi 12 ZS
12 x 1KW Par64
4 x Showtec Stage Blinder 2 DMX

Haze: 1 x MDG ATMe
1 x Martin JEM Hazer Pro
1 x Martin JEM ZR35
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AV Equipment Main Stage

Projector: 1 x Panasonic PT-RZ990
Brightness: 10,000 ANSI Lumen
Resolution: 1920 x 1080
Aspect Ratio: 16:9
Lens:

Connections: HDMI/SDI

Screen: 5,40 x 3,10
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Stage and rigging Main Stage

Stage: Width: 10 m
Depth: 6 m
Height: 1 m
Clearance: 7,8 m

Curtains: Backdrop of black molton

Hanging points: 7 x Fixed height truss
Weight limit: 385kg

Power: 2 x 63A 400V CE
4 x 32A 400V CE
8 x 16A 230V schuko


